
FEATURES
•  Reads HID® 26-Bit, Mifare and EM
•  Waterproof: IP66 Rated (Nema 4)
•  9-18 VDC
•  Anti-tamper
•  Built in light dependent resistor
•  Indoor/outdoor
•  Programmable Wiegand Format:
   – 4-bit, 8-bit or 10-bit

SPECIFICATIONS
Frequency: 125 KHz
IP Rating: IP66 (NEMA 4)
Temperature Rating: -40˚F to 140˚F
Card Type: HID®
Wiegand Output Format: Programmable (4-bit, 8-bit or 10-bit) 
Read Range:  4-8 cm
Operating Voltage:  9-18 VDC
Standby Current: <35mZ
Dimensions: 4-3/4(L) x 2”(W) x 13/16”(D) inches

Model: DOLXMWIHIDEMX

4-3/4”

2”

Wiegand Mullion Keypad 
with Card Reader
The Transmitter Solutions® DOLXMWIHIDEMX is a 
Wiegand output keypad with an integrated proximity 
reader. The keypad is digital with built-in Light 
Dependent Resistor (LDR) sensor for anti-tamper. 
Because the keypad is IP66 rated, it can be mounted 
indoor or outdoor.

PH 866.975.0101
FX 866.975.0404

www.transmittersolutions.com

All tradenames are the registered trademarks of their respective manufacturers.

-40°+140°IP66

MOBILE CREDENTIALS AVAILABLE 
USING SYNQ 

Ask your sales rep about SynQ today!


